20030203.ba v03_n443.bam.20030203 


>From ???@??? Mon Feb 3 15:16:17 2003 -0600 

Message-Id: <200302032116.h13LGANg020446@sco.theporch. com> 
Date: Mon, 3 Feb 2003 15:15:58 CST 

From: Old Tube Radios <boatanchors@theporch.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: BOATANCHORS digest 3443 


BOATANCHORS Digest 3443 
Topics covered in this issue include: 


1) Those "Forbidden Message Notices" 
by Liles and Naomi Garcia <landn@easystreet.com> 
2) Reasonable Priced Transformers? 
by John Dilks - K2TQN <oldradio@worldnet.att.net> 
3) 75A4 
by Bob Kemp <bkemp@bobkemp. com> 
4) BA QSLs...W1AW font? 
by john <johnmb@nc.rr.com> 
5) Re: BA QSLs...W1AW font? 
by chuck grandgent <chuck@k1iom. com> 
6) Re: BA QSLs...W1AW font? 
by David Jordan <wa3gin@erols.com> 
7) Looking for SX-43 Schematic 
by "Thomas Frobase" <tfrobase@houston.rr.com> 
8) reverse side too Re: BA QSLs...W1AW font? 
by chuck grandgent <chuck@k1iom. com> 
9) SX-88 RUN 1 vs. RUN 2 
by "Gary Harmon" <gharmon@idworld.net> 
10) Take me back to 10 (or 12)? 
by Michael N Hopkins <mnhopkins@juno.com> 
11) CX today / forbidden msg.s 
by "Marty's Refl. Drop" <polepeeg@aa4rm.ba-watch.org> 
12) CX today 
by "Robert G. Flory" <RobandPJ@compuserve.com> 
13) Collins 75A4 
by Bob Kemp <bkemp@bobkemp. com> 
14) RE: Collins ARR-41/R-648 History 
by "Roecker, Greg" <greg.roecker@lmco.com> 
15) Schematic wanted-Heath IP-18 power supply 
by Scott Robinson <spr@earthlink.net> 
16) On a quest for a SMALL PC monitor... 
by "Herbert M. Rosenthal" <herbrose@comcast.net> 
17) Re: On a quest for a SMALL PC monitor... 
by Scott Robinson <spr@earthlink.net> 
18) Small PC Monitor 


by "Paul Nelson" <paul@modernradiolabs.com> 
19) USS COBIA Radar Update & Pictures 

by Tom Aschenbrenner <boat@Aschen.com> 
20) vintage receiver speakers 

by "Nick England" <nick@3rdtech. com> 
21) looking for hf amp. 

by Ralph Ilowite <rilowite@optonline.net> 


Message-ID: <3E3B95C4.1060707@easystreet.com> 

Date: Sat, 01 Feb 2003 01:39:16 -0800 

From: Liles and Naomi Garcia <landn@easystreet.com> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Those "Forbidden Message Notices" 

Content-Type: text/plain; charset=us-ascii; format=flowed 
Content-Transfer-Encoding: 7bit 


Good evening Everybody, 


I got a message about the upcoming Classic Exchange and this is the 
message that I got from our List: 


KK KR KK KKK KK KKK KK KK KK KKK KKK KK 
---REMAINDER OF MESSAGE TRUNCATED--- 
This post contains a forbidden message format 
(such as an attached file, a v-card, HTML formatting) 
Mail Lists at theporch.com only accept PLAIN TEXT 
If your postings display this message your mail program 
is not set to send PLAIN TEXT ONLY and needs adjusting 
KKK KK KKK KK KK KK KK KK KK KKK KKK KK 


+ + + FF FF OF 
+ + + FF FF OF 


Well, this sure does not tell me much about the Classic Exchange! ! 


Also, whenever someone asks for help, advice, and information and this 
is all that I get for their message, then there is not very much that I 
can do for them. I always like to help fellow Listmembers whenever I 
can, because I have received a lot of help, information, and advice 
whenever I have posted to our List for help. 


Whenever I see a "For Sale" message and the above is all that I get, 
then I am definitely missing the opportunity to learn what the seller is 
trying to sell. 


So please, pay attention to what you are posting to our List. The 
information is not reaching all of us. Thanks much for reading this 
message. Everybody have a great weekend! ! 


Regards from Aloha, Oregon, 
Liles Garcia 
landn@easystreet.com 


Message-Id: <5.1.1.6.0.20030201071522 .03370ad0@postoffice.worldnet.att.net> 
Date: Sat, 01 Feb 2003 07:16:14 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: John Dilks - K2TQN <oldradio@worldnet.att.net> 

Subject: Reasonable Priced Transformers? 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii"; format=flowed 


I found this listed on Glowbugs by Ken, W7EKB........ 


73' John Dilks, K2TQN 

While searching for a 2.5 VAC CT at 10 amp 10,000 volt insulation 
filament transformer, I ran across the following URL which may be 
of interest: 


http://www. handwoundtransformers.com/pt. html 
and 
http://www. handwoundtransformers.com/ 


His prices are excellent, and the transformers look like some we 
could use in our transmitters and receivers. 
Interesting. 


Has anyone here had any experience with this fellow's stuff? 
Ken W7EKB 


Message-ID: <3E3BCE9D.1040207@bobkemp. com> 

Date: Sat, 01 Feb 2003 07:41:49 -0600 

From: Bob Kemp <bkemp@bobkemp.com> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: 75A4 

Content-Type: text/plain; charset=us-ascii; format=flowed 
Content-Transfer-Encoding: 7bit 


Looking for the gentleman from Illinois that had an A4 for sale and 
offered it to me...I lost your email during a computer CRASH..it was was 
horrible. 


Message-Id: <3.0.3.32.20030201090400.02890f94@pop-server.nc.rr.com> 
Date: Sat, 01 Feb 2003 09:04:00 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: john <johnmb@nc.rr.com> 

Subject: BA QSLs...W1AW font? 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


Does anyone know if there's a name for the font used 
for the callsign in the old W1AW cards? I would guess it matched 
that used in the "QST" header on the magazine covers. 


I would like to get some vintage cards produced and have always liked 
the font they used. Seems to me I remember seeing other calls (on the 
orangey background) that were produced in the same style as the W1AW 
cards of the 30s-40s. I don't know whether or not they were for ARRL 
employees, or whether some printer at the time cloned their layout. 


Does anyone know what that font was called, or know of any pictures of 
those old orange-red W1AW cards with the blocky font? 


73 
John K5MO 


Date: Sat, 01 Feb 2003 09:45:00 -0500 

From: chuck grandgent <chuck@k1iom.com> 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: BA QSLs...W1AW font? 

MIME-Version: 1.0 

Content-Type: text/plain; charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 

Message-Id: <20030201094752 .SM00527@octave-mcmsbb3d> 


Here's mine from 1966: 
http: //www.klom.com/wlawQSL1966. jpg 


73, Chuck, KOM 


john (johnmb@nc.rr.com) wrote: 

> 

> Does anyone know if there's a name for the font used 

> for the callsign in the old W1AW cards? I would guess it matched 
> that used in the "QST" header on the magazine covers. 

> 


I would like to get some vintage cards produced and have always liked 
the font they used. Seems to me I remember seeing other calls (on the 
orangey background) that were produced in the same style as the W1AW 
cards of the 30s-40s. I don't know whether or not they were for ARRL 
employees, or whether some printer at the time cloned their layout. 


Does anyone know what that font was called, or know of any pictures of 
those old orange-red W1AW cards with the blocky font? 


73 
John K5MO 


Message-ID: <3E3BDEF9.7000802@erols.com> 

Date: Sat, 01 Feb 2003 09:51:37 -0500 

From: David Jordan <wa3gin@erols.com> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 

CC: Old Tube Radios <boatanchors@theporch. com> 

Subject: Re: BA QSLs...W1AW font? 

Content-Type: text/plain; charset=us-ascii; format=flowed 
Content-Transfer-Encoding: 7bit 


There is a type font "RADIO" that was dedicated to radio and was often 
seen on the station logos affixed to microphones used for broadcasting. 


An example of the font can be seen at "www.erols.com/wa3gin" 


JARAARARAAAARRAARAARAAAAAAAARAAAAAAAAAAAAARAAAAAAAAAAAAAAAAAAARARAPeae 
JARRE 
JAR AARAARAAAARRAARAARAAAAAAAARAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAeae 
JAFFE 
JHEFAFAF 
JHFFAF 
JARABE 
JARABE 
JARRE 


From: "Thomas Frobase" <tfrobase@houston.rr.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Looking for SX-43 Schematic 

Date: Sat, 1 Feb 2003 08:50:35 -0600 

Message-ID: <0Q06201c2ca01$47581c50$0c01010a@kitparts.com> 
MIME-Version: 1.0 


Content-Type: text/plain; 
charset="us-ascii" 
Content-Transfer-Encoding: 7bit 


I found a fairly complete but rough SX-43 Hallicrafters receiver at the 
Houston Vintage Radio Club Convention. Can anyone help with a 
schematic? ... Thanks tom ... N3LLL 


Date: Sat, 01 Feb 2003 10:11:48 -0500 

From: chuck grandgent <chuck@k1om.com> 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: reverse side too Re: BA QSLs...W1AW font? 
MIME-Version: 1.0 

Content-Type: text/plain; charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 

Message-Id: <200302011014314.SM00527@octave-mcmsbb3d> 


what the heck, here's the reverse side too, from when I was WA1FNJ... 
http: //www.k1lom.com/wlawQSL1966reverse. JPG 


Chuck, K10M 
chuck grandgent (chuck@kiom.com) wrote: 


Here's mine from 1966: 
http: //www.k1lom.com/wlawQSL1966. jpg 


73, Chuck, KOM 


john (johnmb@nc.rr.com) wrote: 


> 

> 

> 

> 

> 

> 

> 

>> 

> > Does anyone know if there's a name for the font used 

> > for the callsign in the old W1AW cards? I would guess it matched 

> > that used in the "QST" header on the magazine covers. 

> 

> > I would like to get some vintage cards produced and have always liked 
> > the font they used. Seems to me I remember seeing other calls (on the 
> > orangey background) that were produced in the same style as the W1AW 
> > cards of the 30s-40s. I don't know whether or not they were for ARRL 
> > employees, or whether some printer at the time cloned their layout. 
>> 

> > Does anyone know what that font was called, or know of any pictures of 
> > those old orange-red W1AW cards with the blocky font? 

>> 

> > 73 

> > John K5MO 

>> 


From: "Gary Harmon" <gharmon@idworld.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: SX-88 RUN 1 vs. RUN 2 
Date: Sat, 1 Feb 2003 09:18:42 -0600 
Message-ID: <0Q08c01c2ca05$35b2e940$61d8fea9@gary87ru6uyd4s> 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="us-ascii" 
Content-Transfer-Encoding: 7bit 


I have a SX-88 receiver marked RUN 2 but the manual is for a RUN 1. 
Does anyone know what the differences might be? Does anyone have a RUN 
2 manual? 


Thanks in advance, gary 


Gary H. Harmon, Jr. / K5IWK 
6302 Robin Forest 

San Antonio, TX 78239-3218 
(210) 657-1549 <home> 

(210) 884-6926 <cellular> 
gharmon@idworld.net 


To: Old Tube Radios <boatanchors@theporch.com> 

Date: Sat, 1 Feb 2003 15:16:12 -0800 

Subject: Take me back to 10 (or 12)? 

Message-ID: <20030201.151613.-1809195.2.MNHopkins@juno.com> 
MIME-Version: 1.0 

Content-Type: text/plain 

Content-Transfer-Encoding: 7bit 

From: Michael N Hopkins <mnhopkins@juno.com> 


I looked over at the bidding place for a Lafayette HE-46. Didn't find 
one. Usually do but don't bid since they're worthless. No one remembers 
these single conversion 6M AM Transceivers fondly. They were like Chev. 
6 cyls. Everyone had one, they worked well, and we're past them now. 

And since they were cheap enough to really go mobile, most are rough 
anyway. So what to do with them? 


Let's put them on 10M, or 12M. Even a good 6M AM Tcvr is worthless, 
compared to a 10M. You can get the best one of all, the HA-460 Lafayette 


with latter day Japano technology and dual conversion, for a fraction of 
the price of a 10M HA-410. Set up a HA-460 and everyone who passes will 
tell you how sad it is you didn't have the 10 Meter. So fine, why not 
put them there? 


It ain't much work. Most of the era's 6M TXs either nakedly doubled in 
the final or put out a significant amount on 25mc on the way to 10M. I 
put an International Crystal Model 50 on 12 with one cap across the PA. 
And a 7mc VFO puts you on 10 or an 8mc, which you might get with the rig, 
leads to 12. It's the same math, be it a Lafayette or a gold plated 
Clegg Thor with the modulator and P/S in a separate case everyone forgets 
to bring to the sale. 


The RX might need a little more thought, but not much. And since you're 
coming down, and not up from 11 to 10, you have things on your side for 
once. And maybe you don't even want to fool with receive. Most of us 
can hear on 10M, or cobble up a converter in an afternoon. Just use the 
reformed 6M rig for AM and CW TXing on 10 or 12. Some years ago I 
hotrodded a castaway HE-46 from a local VHF Club president into a fine CW 
rig by adding a VR tube on the oscillator and grid block keying. Worked 
him, in fact. So I know it can be done. 


Offended by "butchering" a classic rig? Check E-bay, bro. The market 
has spoken. 


Don't need a 10 or 12M rig? Pull it down to 40M and give the OTs a real 
surprise some morning. 


73 de ab5L, Student of Tecraft and 6M's Golden Age, 1956-58 
Michael, MNHopkins@JUNO.com, Box. 226841, Dallas 75222 


Date: Sun, 2 Feb 2003 07:45:22 -0500 (EST) 

From: "Marty's Refl. Drop" <polepeeg@aa4rm.ba-watch.org> 
Message-Id: <200302021245 .HAA04043@aa4rm.ba-watch.org> 
To: Old Tube Radios <boatanchors@theporch.com> 

Cc: boatanchors@theporch.com 

Subject: CX today / forbidden msg.s 


Yo landn: 
It's today on, mostly, 3545 & 7045 
3PM EST Sunday to 1 AM EST Monday 


In more detail, think this will pass the "Legion of Reflector Decency" 
rule set 


---> 


ask. Many thanks, 
Howie WB2AWQ 


kok KK KR KR KK RK KR KK KK KK KK KK 
2003 Spring Classic (& Homebrew) Radio Exchange 


The Classic Radio Exchange ("CX") is a contest celebrating the older 
commercial and homebrew equipment that was the pride of our ham shacks 
and our bands just a few short decades ago. Our object is to encourage 
restoration, operation and enjoyment of this older equipment. A 
"Classic" radio is at least ten years old (age figured from first year 
of manufacture), but is NOT REQUIRED to participate in the Classic 
Exchange. YOU MAY USE ANYTHING in the contest although new gear is a 
distinct scoring liability. You can still work the "great ones" with 
your new equipment! 


> 
> 

> 

> 

> 

> 

> 

> 

> 

> 

> 

> 

> 

> 

> 

> 

> 

> 

> The Classic Exchange will run from 2000 UTC February 2 to 0600 UTC 
> February 3, 2003 (3PM EST Sunday to 1 AM EST Monday). Exchange your 
> name, RST, 

> QTh (state US, province for Canada; country for DX), receiver and 
> transmitter type (homebrew send final amp tube or transistor), and other 
> 

> 

> 

> 

> 

> 

> 

> 

> 

> 

> 

> 

> 

> 

> 

> 

> 

> 

> 

> 

> 

> 


interesting conversation. The same station may be worked with different 
equipment combinations on each band and on each mode. Non-participants 
may be worked for credit. 


CW call ~CQ CX;" phone call "CQ Classic Exchange." 
Suggested frequencies: 
CW: 1.810, 3.545, 7.045, 14.045, 21.135, 28.180 Mc/s 
Novice/Tech Plus: 3.695, 7.120, 21.135, 28.180 
Mc/s 
Phone: 1.890, 3.880, 7.290, 14.280, 21.380, 28.320, 29.000 
Mc/s 
7.045 and 3.545 are usually the most popular CX frequencies. 


Note the addition of 160 meter CW and phone frequencies, and 10M AM 
frequency! 


Visit the CX webpage at http://qsl.asti.com/CX for all the latest CX 
info! 


Scoring Multiply total QSL's (all bands) by total number of different 


receivers plus transmitters (transceivers count as both xmtr and rcvr) 
plus states/provinces/countries worked on each band and mode. Multiply 
that total by your CX Multiplier, the total years old of all receivers 
and transmitters used, three QSO's minimum per unit. For transceiver, 
multiply age by two. If equipment is homebrew, count it as a minimum of 
25 years old unless actual construction date or date of its construction 


article (in the case of a "“reproduction") is older. 
Total QSO's all bands times RCVRs + XMTRs + states/provinces/countries 
(total each band and mode separately; add totals together) times CX 
Multiplier: 

SCORE = QSO's x (Rx + Tx + QTH'sS) x CX Mult 
Certificates and appropriate memorabilia are awarded every now and then 
for the highest score, the longest DX. exotic equipment, best excuses 


and other unusual achievements. Send logs, comments, anecdotes, pictures 


to: "Mac" MacAulay at WQ8U@arrl.net or 6235 Wooden Shoe Lane, 
Centerville, OH 45459-1557. The next Newsletter / Report will be posted 


on the CX web site. Paper copies are available upon request. 


VV VV VV VV VV VV VV VV VV VV VV VV VV VV VV 


Date: Sun, 2 Feb 2003 09:17:16 -0500 
From: "Robert G. Flory" <RobandPJ@compuserve.com> 
Subject: CX today 
To: Old Tube Radios <boatanchors@theporch.com> 
Message-ID: <200302020917_MC3-1-27BE-3395@compuserve. com> 
MIME-Version: 1.0 
Content-Transfer-Encoding: quoted-printable 
Content-Type: text/plain; 

charset=IS0-8859-1 
Content-Disposition: inline 


AA4RM wrote: 
"It's today on, mostly 3545 & 7045" 


Don't neglect the other bands, Marty and all! K2TOP will start the 
afternoon on 10m CW on 28180 with a DX-40 and RCA AR-88, 21380 SSB with t= 
he 

Drake C-line, and 14040 with the Millen 90881/90800 and National RCR. = 


We'll be on 40, 80, and 160 later on as well. There is usually a good 
showing on 10M AM on 29.000, but we might not have the gear. 


73, Rob K2wWI 


Message-ID: <3E3D5AF4.8010205@bobkemp. com> 

Date: Sun, 02 Feb 2003 11:52:52 -0600 

From: Bob Kemp <bkemp@bobkemp. com> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Collins 75A4 

Content-Type: text/plain; charset=us-ascii; format=flowed 
Content-Transfer-Encoding: 7bit 


A gentleman from Illinois contacted me about a 75A4....could you email 
me again...had a computer crash! 
Bob 


Content-return: allowed 

Date: Sun, 02 Feb 2003 14:00:02 -0500 

From: "Roecker, Greg" <greg.roecker@lmco.com> 

Subject: RE: Collins ARR-41/R-648 History 

To: Old Tube Radios <boatanchors@theporch.com> 

Cc: smithab11@comcast.net 

Message-id: <9D48848D685FD411B8900008C7E676B60D124F67@emss04m07.ems.1mco.com> 
MIME-version: 1.0 

Content-type: text/plain; charset=windows-1252 

Content-transfer-encoding: 7BIT 


The ARR-41 was standard on the P-3A's and B's. It was located at the radio 
operators position, which was on the left side of the aircraft just aft of 

the flight deck. The radio 'shared' one of the two HF antenna's that went 

from the forward fuselage to the tip of the tail (about 35 feet long). On 

long trans-pacific flights we would use it to listen to VOA, AFRTS, BBC, or 
the ham bands. 


Around the late 70's the stock B models were retro-fitted into B-Mod 
versions. Upgraded radios, sensor gear, and tracking gear. During the mod 
the ARR-41's were removed from the aircraft. 


I wish I would have picked one up when they were surplused years ago. I 


missed out on getting one. They were very great receivers. 
I hope this helps....good luck on your research project. 
73, 

Greg Roecker / n4osj 


Greg Roecker 

Lockheed Martin - Enterprise Information Systems 
greg.roecker@lmco.com 

Voice: 678.797.5722 

Cell: 770.331.1123 

Page: 7703311123@mobile.att.net 


Sata Original Message----- 

From: Smith [mailto:smithab11@comcast.net] 
Sent: Friday, January 31, 2003 11:39 AM 
To: Old Tube Radios 

Subject: Collins ARR-41/R-648 History 


Greetings to all: 


I am trying to research the history of actual usage of the 


ARR-41 receiver 


in aircraft and or fixed base operations. I personally have never seen the 
ARR-41 installed in any USAF transport aircraft from 1960 and on. That 


included C-47's C-54,C-124,C-130,SA-16,C-121s etc. 


Mr. Andreas Parsch on his excellent web page "AN/ARQ to AN/ARY - Equipment 


Listing" indicates that the ARR-41 was 
used on: 


" AN/ARR-41 HF Radio Receiver; used in C-47, C-54, C-117, C- 


C-130, P-2, P-3A/B, P-5, Z-1" 


I have received some email in reference to my previous post 
indicating that the receiver was used most on Navy aircraft 
HF equipment. One email indicated that it was used on C-119 
of the email states that there is serious doubt that it was 
replacement for the BC-348. 


Does anyone have any input for me. Does anyone know of any 
organization or associations that I can query? 


breck k4che in Dover Delaware. 


119, C-121, 


on "milsurplus" 
to augment the 
aircraft. Most 
used as a 


radio operators 


Mime-Version: 1.0 

Message-Id: <p05200£00ba633395dc1b@[216.175.110.218]> 

Date: Sun, 2 Feb 2003 12:48:03 -0800 

To: Old Tube Radios <boatanchors@theporch. com> 

From: Scott Robinson <spr@earthlink.net> 

Subject: Schematic wanted-Heath IP-18 power supply 
Content-Type: text/plain; charset="us-ascii" ; format="flowed" 


Folks, 


Got one of these at a swap yesterday, and would like a manual or at 
least a schematic. Item in question is sand state, but will be used 
to fix hollow-state things. 


Peace, 


Scott Robinson 
spr@earthlink.net 


Junque is GOOD for you! 


Date: Sun, 02 Feb 2003 17:06:09 -0700 

From: "Herbert M. Rosenthal" <herbrose@comcast.net> 
Subject: On a quest for a SMALL PC monitor... 

To: Old Tube Radios <boatanchors@theporch.com> 
Message-id: <3E3DB268.CA177133@comcast.net> 
MIME-version: 1.0 

Content-type: text/plain; charset=us-ascii 
Content-transfer-encoding: 7BIT 


My operating position is much too small for a conventional PC monitor (excluding 
a laptop, of course). If I were to use a 14"-15" monitor it would dwarf my small 
100 watt rig, my small antenna tuner, keyer, antenna switch, etc. 


Years back I sold my Kenwood TS520 and VFO because they were too big. I've been 
happy with the ‘diminished size' station I now have... no 72" racks here! 
Nothing against them, but I've been there and done that... PP VT127As, etc. 


I'd like to have a PC at the position, though, for logging... maybe keyboard cw, 
and that is it. I'm not interested in WEFAX, PACTOR, etc, so a small monitor 
would do the trick for me-monochrome would probably be fine. 


I'm thinking about one of the monochrome point-of-sale (POS) monitors I see in 
the stores at the register... something about 6"- 8" would be very much to my 

liking. I know zip about these, however, and wonder if one could use a monitor 
this small and still read call letters, RST, etc. 


And would one of these run from my SVGA card? I have seen security monitors 
this size, but believe they take S or composite video input... not sure they 
could be rigged for a PC. 


I'd really appreciate sharing your opinions and experience with a small monitor, 
if you have used one. 


Also, what is the PC logging software of choice-there are many out there to 
choose from? 


I have an original MAC SE30, and I think this is too big a computer, never mind 
getting software for it. 


I am the proud possessor of a P2 hand-me-down with a 15" SVGA monitor-too big. I 
can hide the PC case under the table, but the monitor would tower over the rig. 


Direct, please, or if you think you can contribute to the gang, post it. 
Thanks in advance, 


Herb Rosenthal W5AN 
Albuquerque 
herbrose@comcast.net 


Mime-Version: 1.0 

Message-Id: <p05200f01ba63879da78£@[216.175.102.69]> 

Date: Sun, 2 Feb 2003 18:46:31 -0800 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Scott Robinson <spr@earthlink.net> 

Subject: Re: On a quest for a SMALL PC monitor... 
Content-Type: text/plain; charset="us-ascii" ; format="flowed" 


Herb, 


Go find yourself a really old one-piece Mac SE30 or a Mac Classic. 
These are computers with a built-in 9 inch screen in a vertical 
pattern case. Use Filemaker if you want a database program; I can 
help you with old Mac software. 


They will be quite cheap. Old, slow laptops of both Mac and PC types 
are also cheap. I, being a Mac person, encourage you in that 
direction. 


Scott Robinson 
spr@earthlink.net 


Junque is GOOD for you! 


From: "Paul Nelson" <paul@modernradiolabs.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Small PC Monitor 
Date: Sun, 2 Feb 2003 23:25:52 -0600 
Message-ID: <MABBJBIOBBNDKHGNEEBLGEMACJAA. paul@modernradiolabs.com> 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


Hi! 


Do not recall the precise size you were looking for, but Jameco 
www.Jameco.com has a 10-inch diagonal SVGA color monitor on page 139 in 
their February catalog. Looks interesting. 


73 Paul 


Message-ID: <3E3EA75C.5BA2629D@Aschen. com> 
Date: Mon, 03 Feb 2003 11:31:08 -0600 

From: Tom Aschenbrenner <boat@Aschen.com> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: USS COBIA Radar Update & Pictures 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Hello All, 


I just got back from another fun filled week working on the 
boat. It was a little cold outside, about 10 degrees but a 
heater in the Conning Tower made it quite nice. 


All the systems of the SJ-1 are now functional. The remaining 
trouble was the receiver sensitivity. Since radar was so 
highly classified during the war the manuals left out alot 

of detail as to the operating performance of the unit..one 

of these parameters was what the receiver sensitivity was 


SUPPOSED to be. A little sleuthing in the manuals allowed 

me to do a stage gain chart and come to the conclusion that 
the RX was supposed to be around -95Dbm ... this measured 
the way the book says to do it...NOT via the standard MDS 
method followed by you modern radar types. Anyway, after going 
through the main IF as well as the IF PreAmp and the S-Band 
front end I ended up with about -70Dbm ... not good. The 
only thing other than the Xtal converter (a 1N21) was the 
721A T/R tube. I gutted it up and replaced it...this is 

not for the faint of heart...it's inside a solid cavity that 
has to be dismantled...I gained even more respect for those 
guys during the war that had to do this when the boat was at 
sea! After a few hours I had the new one in and after the SJ 
stabilized and the front end retuned, the sensitivity came 
right down to -91Dbm (about 7uV)! I couldn't wait to hook 
the thing back up the waveguide to the antenna...did that 
and got a whole new view...the range is now right out there 
where it's supped to be. Of course, the real proof will come 
in May when the local carferry starts to run...it goes 
straight across the lake (about 65 miles) so it will make 
the perfect radar test target. 


Point your browser to www.usscobia.com for some pictures 
of the working SJ. 


Thanks again for all the help from members of this list. 


Tom Aschenbrenner 


Message-ID: <@1cc01c2cbhc7$c6a9ea70$£d0212ac@3rdtech.com> 
From: "Nick England" <nick@3rdtech.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: vintage receiver speakers 
Date: Mon, 3 Feb 2003 16:04:00 -0500 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso0-8859-1" 
Content-Transfer-Encoding: 7bit 


I maintain a chart of matching speakers for vintage ham revrs at - 
http://www. 3rdtech. com/nick/ham/speakers.htm 


Any corrections or additions greatly appreciated. 


cheers, 
Nick KD4CPL 


Date: Mon, 03 Feb 2003 16:17:22 -0500 

From: Ralph Ilowite <rilowite@optonline.net> 

Subject: looking for hf amp. 

To: Old Tube Radios <boatanchors@theporch.com> 

Cc: rilowite@optonline.net 

Message-id: <Q00b01c2cbc9$a4de1cc0$6400a8cO@NEWDURON> 

MIME-version: 1.0 

Content-type: multipart/alternative; 
boundary="Boundary_(ID_wLtxj3FwrDUVzsOGv1/F2A) " 


This is a multi-part message in MIME format. 


--Boundary_(ID_wLtxj3FwrDUVzsOGv1/F2A) 
Content-type: text/plain; charset=iso-8859-1 
Content-transfer-encoding: 7BIT 


I'm looking for an Acom-2000 hf amp and have for sale an Icom PW-1. Ralph Ilowite 
W2GKG 201 818 7101. Moving to tubes. 


--Boundary_(ID_wLtxj3FwrDUVzsOGv1/F2A) 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


KKK RK KK KK KK KKK KK KK KK KKK KKK KK 
---REMAINDER OF MESSAGE TRUNCATED-- - 
This post contains a forbidden message format 
(such as an attached file, a v-card, HTML formatting) 
Mail Lists at theporch.com only accept PLAIN TEXT 
If your postings display this message your mail program 
is not set to send PLAIN TEXT ONLY and needs adjusting 
KK KK KK KKK KK KK KK KKK KK KKK KKK KK 


+ + + + FF OF OF 
+ + + FF FF OF 


--Boundary_(ID_wLtxj3FwrDUVzsOGv1/F2A) -- 
--Boundary_(ID_wLtxj3FwrDUVzsOGv1/F2A) -- 
--Boundary_(ID_wLtxj3FwrDUVzsOGv1/F2A) -- 


End of BOATANCHORS Digest 3443 
KKKKKKKKKKKKKKKKKKKKKEKKEKR KER KAK HK 


